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Product Sheet: PLFW 750

The PLFW 750 is a modern, sleek wall 
range hood that features a unique rectangular design. This 
wall hood is finished with a durable 430 stainless steel 
made with premium-grade materials. With this finish, your 
range hood will last you for years to come. The 750 features 
a 900 or 1100 CFM dual blower, making it a great option for 
cooking greasy and fried foods. This wall mounted range 
hood features a six-speed LED display panel that’s easy 
to use. You can modify the blower speed to match your 
cooking style and really personalize the hood to your specific 
needs! The 750 pulls air through stainless steel baffle filters 
that catch grease and dirt from your kitchen air, keeping it 
fresh and clean. They are dishwasher-safe too, saving you 
the hassle of scrubbing. Rounding out the PLFW 750 are 
two LED lights, which illuminate your cooktop and last for 
thousands of hours of use. The PLFW 750 will ensure that 
cooking is an enjoyable experience for you.
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Configuration and Dimensions
Hood Type                                                            Wall
Sizes Available                                  30 | 36 | 42 | 48 | 54 | 60

30" Dimensions                              29 375" W x 23 625" D x 3 125" H
36" Dimensions                     35 375" W x 23 625" D x 3 125" H
42" Dimensions                      41 375" W x 23 625" D x 3 125" H
48" Dimensions                     47 375" W x 23 625" D x 3 125" H
54" Dimensions                     53 375" W x 23 625" D x 3 125" H
60" Dimensions                              59 375" W x 23 625" D x 3 125" H

Features
Control Type         Featherweight Touch Buttons with LED Display
Lighting                                                              LED

Ventilation System
Maximum Air Flow Capacity          30" (900) or 36"-60" (1100) CFM 
Speed Levels                                                   6 Speeds
Airflow (Quiet/Low/Med/High)             183/367/550/733/917/1100
Noise Level                                   53 41 db or 6 5 Sones Max 
Duct Type/Size                           Round 30" (6) or 36"-60" (10)
Voltage                                                               110v
Motor                                     30" (Single) or 36"-60" (Dual)  
Filter Type                   Stainless Steel Baffle  (Dishwasher Safe)
Material                               High Quality 430 Stainless Steel
Warranty                                         3 Year Parts Warranty


