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Product Sheet: PLGW BBQ PRO UC

PLGW BBQ PRO UC  
Transform your home kitchen with the ProLine Under Cabinet 
Range Hood, perfect for passionate home chefs. Crafted 
from 1.2mm solid 304 stainless steel, this range hood 
promises outstanding durability and a sleek, modern look. It 
features a maximum of 2000 CFM with two independently 
controlled 1000 CFM blowers, providing precise control over 
your kitchen’s ventilation and ensuring a fresh, clean cooking 
environment.

Our advanced high-efficiency baffle filters enhance airflow 
and effectively capture particles, keeping your kitchen 
pristine. Illuminate your cooking space with the sealed 3W 
dimmable LED gimbal spotlights, designed to withstand 
high temperatures and offer bright, adjustable lighting. The 
easy-hang bracket system ensures a hassle-free installation 
process, making it simple to upgrade your kitchen.

Available in 42”, 48”, 60”, and 72” sizes, the ProLine Under 
Cabinet Range Hood combines top-tier performance with 
stylish design, making it an essential addition to any modern 
kitchen. Experience superior ventilation, durable construction, 
and enhanced lighting that complements your culinary 
creativity, all while maintaining a fresh and inviting kitchen 
atmosphere.
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Configuration and Dimensions
Hood Type                                                 Under Cabinet
Sizes Available                                           42 | 48 | 60 | 72 

42" Dimensions                                 42" W x 36" D x 17 7" H
48" Dimensions                                 48" W x 36” D x 17 7" H
60" Dimensions                                              60" W x 36” D x 17 7" H
72" Dimensions                                 72" W x 36” D x 17 7" H

Features
Control Type                                              Rotary Switch
Lighting                                    3w Sealed LED Gimbal Spot

Ventilation System
Maximum Air Flow Capacity                                 2000 CFM 
Speed Levels                                                            4
Noise Level                                    56 06 db or 7 Sones Max 
Duct Type/Size                                                     2 x 8
Voltage                                                               110v
Motor                                                                 Dual
Filter Type                   Stainless Steel Baffle  (Dishwasher Safe)
Material                               High Quality 304 Stainless Steel
Warranty                                         3 Year Parts Warranty


