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Product Sheet: PLJW 104

The PLJW 104 If you’re looking for the 
ultimate understated statement piece, check out our PLJW 104 
wall mounted range hood. This sleek design is all about simplicity 
and beauty, manufactured with professional-grade 430 stainless 
steel. The 430 brushed stainless steel has been hand-welded and 
polished to create seamless edges. The hood design is incredibly 
sleek with the controls out of sight, conveniently underneath the 
front of this hood. The control panel features stylish knobs which 
are backlit with a soft blue light, creating a calming atmosphere for 
any kitchen. The 104 model features 1200 CFM with a dual blower 
for that added punch of power.  Each blower has a separate set 
of knobs allowing them to run independently of each other – an 
exceptionally unique feature. This is especially useful if you’re only 
cooking on one side of your stove but is ultimately convenient for 
any situation. Don’t wait to make a bold statement in your kitchen 
with this industry-leading product. 
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Configuration and Dimensions
Hood Type                                                            Wall
Sizes Available                                      36 | 42 | 48 | 54 | 60

36" Dimensions                         35 375" W x 24" D x 18 125" H
42" Dimensions                         41 375" W x 24" D x 18 125" H
48" Dimensions                           47 25" W x 24" D x 18 125" H
54" Dimensions                         53 125" W x 24" D x 18 125" H
60" Dimensions                                          59" W x 24" D x 18 125" H

Chimney Dimensions: 17 25" W x 12" D x 15 75"–30" H (Telescoping 
with Two Interlocking 15 75" Sleeves)

Features
Control Type                                          Backlit Dial Knobs
Lighting                                                         Halogen

Ventilation System
Maximum Air Flow Capacity                                  1200 CFM 
Speed Levels                                                   4 Speeds
Airflow (Quiet/Low/Med/High)                     300/600/900/1200
Noise Level                                      53 8 db or 6 Sones Max 
Duct Type/Size                                                 Round 8
Voltage                                                               110v
Motor                                                                 Dual
Filter Type                   Stainless Steel Baffle  (Dishwasher Safe)
Material                       High Quality 430 or 304 Stainless Steel
Warranty                                         3 Year Parts Warranty


