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Product Sheet: PLJW 109WC

The PLJW 109WC is an incredibly 
reliable wall mount range hood that packs a strong punch. 
This hood is perfect for Asian and other high-heat cooking 
with a 1200 CFM dual blower. Enjoy even more flexibility 
with an easy-to-use four-speed LCD touch control panel. 
With the PLJW 109 you’ll also save loads of time cleaning 
and maintaining your hood. Two energy-efficient LED 
lights will last up to 50,000 hours! That’s over 10 years of 
not having to worry about replacing your lights. The hood 
is furnished with professional-grade 430 or 304 stainless 
steel for exceptional durability and a beautiful shine.  
When you’re done cooking, your stainless steel baffle 
filters will cause you no trouble. Just throw them in the 
dishwasher for a quick, effortless clean. Try this versatile 
hood today! 
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Configuration and Dimensions
Hood Type                                                            Wall
Sizes Available                                       36 | 42 | 48 | 54 | 60 

36" Dimensions                               35 25" W x 24" D x 18" H
42" Dimensions                           41 25" W x 24" D x 20 75" H
48" Dimensions                           47 25" W x 24" D x 20 75" H
54" Dimensions                           54 25" W x 24" D x 20 75" H
60" Dimensions                                      59 25" W x 24" D x 20 75" H

Chimney Dimensions: 17 25" W x 12" D x 15 75"–30" H (Telescoping 
with Two Interlocking 15 75" Sleeves)

Features
Control Type                              Stainless Steel Push Buttons
Lighting                                                              LED

Ventilation System
Maximum Air Flow Capacity                                  1200 CFM 
Speed Levels                                                   4 Speeds
Airflow (Quiet/Low/Med/High)                     300/600/900/1200
Noise Level                                      53 8 db or 6 Sones Max 
Duct Type/Size                                                 Round 8
Voltage                                                               110v
Motor                                                                 Dual
Filter Type                   Stainless Steel Baffle  (Dishwasher Safe)
Material                       High Quality 430 or 304 Stainless Steel
Warranty                                         3 Year Parts Warranty


