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Product Sheet: ProSW

The ProSW is a beautiful addition to your 
kitchen. It is the perfect replacement for your over the range 
microwave. Unlike OTR microwaves, this vent hood has more 
than enough power to clean your kitchen air with incredible 
efficiency. The 1800 CFM dual blower is unprecedented for a 
hood of this size and it is a fantastic choice for any cook. If you 
cook less frequently, you’ll love the lower speeds and your hood 
will last for many years. If not, you can enjoy the incredible 
power of the higher speeds to keep up with the smoke 
produced by your cooking. It comes with durable dishwasher-
safe baffle filters that trap large grease and dirt particles from 
your cooking. You don’t have to spend time and effort cleaning 
your filters and you can focus on cooking delicious meals for 
yourself and your family. Choose the ProSW to add a finishing 
touch to your kitchen remodel. 
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Configuration and Dimensions
Hood Type                                                            Wall
Sizes Available                                  30 | 36 | 42 | 48 | 54 | 60 

30" Dimensions                                29 5" W x 23 625" D x 13 375" H
36" Dimensions                       35 5" W x 23 625" D x 13 375" H
42" Dimensions                       41 5" W x 23 625" D x 13 375" H
48" Dimensions                       47 5" W x 23 625" D x 13 375" H
54" Dimensions                       53 5" W x 23 625" D x 13 375" H
60" Dimensions                                59 5" W x 23 625" D x 13 375" H

Chimney Dimensions: 12 625" (30) W or 16 75" (36-60) W x 11 75" D x 
15 75"–30" H (Telescoping with Two Interlocking 15 75" Sleeves)

Features
Control Type                                            LCD Touch Panel
Lighting                                                              LED

Ventilation System
Maximum Air Flow Capacity         30" (900) or 36"-60" (1800) CFM 
Speed Levels                                                   4 Speeds
Airflow (Quiet/Low/Med/High)                 30" (225/450/675/900) 

or 36"-60" (450/900/1350/1800)  
Noise Level                         51 2 or 56 1 db or 5 or 7 Sones Max 
Duct Type/Size                           Round 6 (30") or 10 (36"-60")
Voltage                                                               110v
Motor                                     30" (Single) or 36"-60" (Dual)
Filter Type                   Stainless Steel Baffle  (Dishwasher Safe)
Material                               High Quality 430 Stainless Steel
Warranty                                         3 Year Parts Warranty


