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Product Sheet: PLJW 129

The PLJW 129 is a wall range hood that 

will make a strong statement in your kitchen. Complete with 

a 900 or 1200 CFM dual blower, this powerful range hood 

can handle any task in the kitchen. You’ll enjoy clean indoor 

air and keep the grease and grime off your kitchen surfaces 

and appliances. You can toggle the blower power between 

four different speeds for great flexibility in the kitchen! The 

stainless steel push button control panel is easily accessible 

in front of the hood. You can also turn on the LED lights that 

help you see your range top while cooking. The convenience 

doesn’t end there. After about a month, toss your filters 

in the dishwasher to keep your hood running at maximum 

efficiency. The PLJW 129 under cabinet range hood has 

incredible power and it’s easy to use. Purchase one today! 
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Configuration and Dimensions
Hood Type                                                            Wall
Sizes Available                                       24 | 30 | 36 | 42 | 48 

24" Dimensions                         23.75" W x 20.5" D x 12.25" H
30" Dimensions                                    29.75" W x 20.5" D x 12.25" H
36" Dimensions                         35.75" W x 20.5" D x 12.25" H
42" Dimensions                               41.75" W x 24" D x 14" H
48" Dimensions                               47.75" W x 24" D x 14" H

Features
Control Type                              Stainless Steel Push Buttons
Lighting                                                              LED

Ventilation System
Maximum Air Flow Capacity                          900 or 1200 CFM 
Speed Levels                                                   4 Speeds
Airflow (Quiet/Low/Med/High)                       225/450/675/900 

or 300/600/900/1200
Noise Level                        51 2 or 53 8 db or 5 or 6 Sones Max 
Duct Type/Size                                            Round 6 or 8
Voltage                                                               110v
Motor                                                     Single or Dual
Filter Type                   Stainless Steel Baffle  (Dishwasher Safe)
Material                       High Quality 430 or 304 Stainless Steel
Warranty                                         3 Year Parts Warranty




